R1C DC Series

FEATURES R1CD2551A/B R1CD2801A R1CD2122A

e Support Bidrectional Fan Design.(550W) ?WFI\I;SKI)DN : 73-_5:; ;gf;‘ég(on‘;{/")
o PROTECTION : OVP ~ OCP ~ OTP ~ SCP ofal Max TOWET:
e SAFETY : UL/cUL, TUV, FCC, CCC, KC, CB, CE

INPUT SPEC. OUTPUT SPEC.
— Wodel | mputvalisge | inputCurrent I Wodel | Volage | Regultion | Maxload | RippleNoise

20A@-36Vdc R1CD2551A/B  550Watt 45A
R1CD2551A/B -36Vdc ~ -72Vdc 14A@-48Vdc RICD2801A  soowatt  *12V 64A —_
9A@-72Vdc RICD2122A  1200Wat =% 100a i
25A@-40Vdc +12Ve0 3A
R1CD2801A -40Vdc ~ -72Vdc 21A@-48Vdc
14A@-72Vdc
R1CD2122A -40Vdc ~ -72Vdc  40A@-40Vdc ~ -72Vdc

ENVIRONMENTAL SPEC. Y GENERAL SPEC. 4
T

R1CD2551
(10ms@full load) °
0°Cossgec  164042ft  5%1095%  LinetoLine 0.5V R1CD2801 Over 85% e
. g 0,
(5000m) RH Operating Line to PE +1KV (2r£§g;uzll1lggd) @100% Load e e it

(3ms@full load)

*NOTE : 1) Total DC output continuous shall not exceed 550~1200W.
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i. Allillustrations are for reference only. m
26 ii. Specifications are subject to change without prior notice ACBEL PoLYTECH INC. »




